
Premium Performance ready-mix coolant based on monoethylene glycol. Free of 2-EHA, nitrites,
borates, silicates and phosphates with X-OAT technology. Offers frost protection down to -40 °C.

Description

FRICOFIN LD 50 is a coolant Ready-Mix based on
monoethylene glycol and demineralized water for
commercial vehicles, passenger cars and stationary
engines. As premixed X-OAT coolant it provides a
stable inhibitor system based on organic acids
(OAT) for maximum drain intervals and a small
concentration of inorganic inhibitors (X) to
excellerate the performance. FRICOFIN LD 50 is
free of nitrites, borates, silicates, and phosphates.

Application

FRICOFIN LD 50 is excellent for use where a
coolant with OAT technology is required. Suitable
for use in various internal combustion engines and
also suitable to use for indirect cooling of Hybrid
and Battery Electric Vehicles (BEVs) in automotive
and heavy-duty applications if there is no
requirement on electrical conductivity. FRICOFIN
LD 50 is a 50 vol% mixture with water and the
concentrate of FRICOFIN LD. FRICOFIN LD 50 can
be used directly in the cooling system without
further dilution. Always observe the manufacturers
recommendations when mixing with other coolants.
Manufacturers’ drain intervals and
recommendations about the concentration are
mandatory. As with all coolants, even with
FRICOFIN LD 50, the use of galvanized
components in cooling circuits and as a part of
storage or mixing installation (e.g. for pipes) should
be avoided.

For information on product safety and proper

disposal please refer to the latest Material Safety
Data Sheet.

Advantages

▪ Ready for use, mixed with demineralised water -
no additional dilution required.

▪ Superior protection against freezing and
overheating.

▪ Compatible with seals, plastics and non-ferrous
metals.

▪ Contains bittering agent to prevent swallowing.
▪ Excellent long-lasting protection against deposits,

cavitation and corrosion in engines and coolers.
▪ Suitable for the longest oil drain intervals.
▪ Successfully tested for Heavy Duty applications

without requiring an initial filling of Supplement
Coolant Additive (SCA).

▪ Greatly reduces the risk of deposits.
▪ Contains a special additive to compensate for flux

contamination from the CAB (Controlled
Atmosphere Brazing) process.

Specifications

▪ ASTM D 3306 TYPE III
▪ ASTM D6210 TYPE III-FF
▪ GB 27943.1-2022
▪ Tata Motors - Jaguar (STJLR.03.5212)
▪ VOLVO VCS-2

Approvals

▪ DEUTZ DQC CB-14
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FUCHS Recommendations

▪ CNH MAT 3624
▪ CNH MAT 3724
▪ CAT GCM34
▪ CAT EC-1
▪ Chevrolet GMW 3420
▪ DAF 74002
▪ DETROIT DIESEL 93K217
▪ FORD WSS M97B44-D
▪ FIAT 9.55523
▪ GM6277M
▪ GMW 18270
▪ GMW 3420
▪ Isuzu - UD Trucks
▪ IVECO 18-1830
▪ JOHN DEERE JDM H5
▪ Kobelco
▪ Komatsu 07.892 (2017)
▪ Leyland Trucks DW03245403
▪ MAN 324 TYPE SNF
▪ Mahle – Behr
▪ MB 326.3 / DTFR 29D110
▪ Mitsubishi MHI
▪ MTU MTL 5048
▪ Perkins
▪ RTCS-2
▪ SAAB B 04 01065
▪ Santana Motors
▪ SKODA 61-0-0257
▪ Yanmar
▪ UNE 26-361-88/1
▪ VW TL 774-D/F (G12+)
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TYPICAL CHARACTERISTICS

Density at 20°C DIN 51757 1.073 g/ml

Boiling Point ASTM D1120 > 105 °C

pH-value DIN 51369 8.3

Product Dyeing DIN 10964 orange

Frost Protection -40 °C
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La información contenida en esta ficha técnica del producto se basa en la experiencia y el conocimiento de FUCHS
LUBRICANTES .S.A.U en el desarrollo y fabricación de lubricantes y representa el estado actual de la técnica. El
rendimiento de nuestros productos puede verse influido por una serie de factores, especialmente el uso específico, el
método de aplicación, el entorno operativo, el pretratamiento de los componentes, la posible contaminación externa, etc.
Por esta razón, declaraciones universalmente válidas sobre la función de nuestros productos no son posibles. Nuestros
productos no deben utilizarse en aeronaves / naves espaciales o sus componentes, a menos que tales productos sean
retirados antes de que los componentes sean ensamblados en la aeronave / nave espacial. La información proporcionada
en la información de este producto representa pautas generales y no vinculantes. No se da ninguna garantía expresa o
implícita con respecto a las propiedades del producto o su idoneidad para cualquier aplicación dada. Por lo tanto, le
recomendamos que consulte a un ingeniero de aplicaciones de FUCHS LUBRICANTES, S.A.U. para analizar las
condiciones de aplicación y los criterios de rendimiento de los productos antes de utilizar el producto. Es responsabilidad
del usuario probar la idoneidad funcional del producto y usarlo con la atención correspondiente. Nuestros productos
experimentan una mejora continua. Por lo tanto, nos reservamos el derecho de cambiar nuestro programa de productos,
los productos y sus procesos de fabricación, así como todos los detalles de nuestras hojas de información del producto en
cualquier momento y sin aviso, a menos que se establezca lo contrario en los acuerdos específicos del cliente. Con la
publicación de esta información del producto, todas las ediciones anteriores dejan de ser válidas. Cualquier forma de
reproducción requiere permiso previo y por escrito de FUCHS LUBRICANTES S.A.U. © FUCHS LUBRICANTES S.A.U.
Todos los derechos reservados.
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